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MODIFIED FOOTING IN SOLID ROCK

6 - #5 BARS 

EQUALLY

SPACED

#4 BARS AT

12" CENTERS,

SHAPE 34
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PLATES, SEE CHART
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ROUND TUBULAR BEAM 0.250 THICK

14.25" x 10" x 30.5’ MAXIMUM - 

CUT OFF SMALL END FOR PROPER LENGTH

CENTER ASSEMBLY

VARIABLE B

‘ 5" x 3" 

x  5/16 " 

WELDED TO 

 1/2 " PLATE 

GUSSETS

REMOVABLE

TOP

‘ 3" x 3" 

x  3/8 " WELDED

TO  1/2 " PLATE

GUSSETS

ROUND TUBULAR BEAM HALF 0.14" TAPER PER FOOT SEE CHART -

CUT OFF SMALL END FOR PROPER LENGTH

ANCHOR BOLTS 

L SHAPE

 3/4 " COPPER-CLAD

GROUND ROD

NO. 6 AWG BARE WIRE. 

BOND TO CONDUIT

3" PVC SCHEDULE 40 

CONDUIT AND END BUSHING

#4 BARS AT

12" CENTERS,

SHAPE 34

#5 BARS 
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SPACED,
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SECTION A-A

NO. 6 AWG BARE WIRE.

BOND TO CONDUIT

4" x 6 5"

HAND HOLE

P
O

S
T

 L
E

N
G

T
H

 M
U

L
T

I
P

L
E

S
 O

F
 1

’

T
A

P
E

R
 A

P
P

O
X

. 
0
.1

4
"
 P

E
R

 F
O

O
T

SPAN A (76’ TO 90’)

SPAN A (˘ 76’)

 3/4 " VENT GENERAL NOTES:

 

USE LONGEST POST AND SPAN A (NEXT GREATER IF NOT 

CHARTED) TO DETERMINE END POSTS AND STRUCTURE 

DESIGNS.  MAXIMUM SIGN AREA FOR GIVEN SPREAD 

(INTERPOLATE FOR UNCHARTED SPREADS) NOT TO BE 

EXCEEDED.  SUPPORTS DESIGNED BY END POST TYPE AND 

SPAN A (I.E. S-2315-40 ETC.).

 

ALL SIGNS CENTERED VERTICALLY.

POST 1

POST 2

POST 1 POST 2

REINFORCEMENT PLACED 

SAME AS STANDARD FOOTING, 

CONCRETE TO BE POURED TO 

EXCAVATED FACE OF ROCK.

* EXAMPLE: IF SLOPE

  IS 1V:6H, THE 

  DENOMINATOR IS 6

MISSOURI HIGHWAYS AND TRANSPORTATION

COMMISSION

DATE: EFFECTIVE:




